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RUOTE IN ALLUMINIO PRESSOFUSQO RIVESTIMENTO POLIURETANG
DIE-CAST ALUMINIUM CENTRE WHEELS WITH POLYURETHANE TREAD

Caratteristiche Ruota Wheel features

-Rivestimento in poliuretano. -Polyurethane tread.
-Struttura portante in alluminio pressofuso. -Die-cast aluminium centre wheel.
-Movimento mozzo: -Type of bearing:

double waterproof ball bearings.
-Temperature range: from —=20°C to +80°C.
-Good resistance to chemicals.

-Tread hardness 93 Sh.A +/- 3

-Very good resistance to abrasion.

-Max. working speed 4 KPH.

-Operation: manual.

doppi cuscinetti a sfere tenuta stagna.
-Temperatura d'impiego da —20°C a +80°C.
-Buona resistenza agli aggressivi chimici.
-Durezza battistrada 93 Sh.A +/- 3

-Ottima resistenza all'abrasione.

-Velocita massima di lavoro 4 km/h.
-Mezzo di trazione consigliato: manuale.
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faxtrct
80x25 0ZPT080012 12x30 30 200 0ZPL080032A  32x10-30
100x30 0ZPT100012 12x41 29 200 0ZPL100032B 32x12,5-34
100x40 0ZPT100A15 15x47 30 250 0ZPL100A35B 35x14-36
100x50 0ZPT100C20 20x61 50 300 0ZPL100C47D 47x17,5-57
125x30 0ZPT125015 15x47 30 250 0ZPL125035B  35x14-36
125x50 0ZPT125CG20 20x61 50 350 0ZPL125C47D 47x17,5-57
150x40 0ZPT150020 20x61 50 400 0ZPL150047D 47x17,5-57
160x50 0ZPT160020 20x61 50 600 0ZPL160047D 47x17,5-57
200x50 0ZPT200025 25x61 50 800 0ZPL200052B 52x18,5-57
250x60 0ZPT250025 25x60 60 1000 0ZPL250052A  52x15-60

Paviment in resina epessidica e similari
Epucy resin flaaring or simiar

Sel e risine spexyde cu simisirs
Epaxydharzhuflbeden oder ahnliches
Pawimento en resina eposidicay similares

Pavimento in gres = similari

= Gres ortiled Floaring
' Sdengresousimilsie

Steirzeughufibsden oder shnliches
Pawimento en gres y similares

Pavimenta trucioli in fermo = simiari
Iron chips flaoring ar similar

Sel & regrures de f2r ou similaire
Eizenzpansfuliboden oder ahnliches

Pavimento con viruta d= hisrroy similares

Durezza battistrada expressain Shi
*  Treod hordness in Sha
(%4 Durets dels bandage =n Sh.A

Laufachenharts in Shb
Dureza dela banda expresa =n Sha

0ZPTO80012 7DP0OB32060
0ZPT100012 7DP0OB32060
0ZPT100A15 7DP0OB35085
QZPT100C20 7DP1247055
0ZPT125015 7DP1035085
0ZPT125C20 7DP1247055
0ZPT150020 7DP1247055
0ZPT160020 7DP1247055
0ZPT200025 7DP1252055
0ZPT250025 NO
Varianti / Options

ZK ruota in poliuretano SOFT ad alto spessore
SOFT polyurethane wheels with high tickness
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Varianti/Options

265

Wi

Pavimenta in cement = zimiari
Cancrete flooring or similar
Salen cimenito cu similsire
Zementiufboden oder & hrliches
Parvimento en cemento y similares

Parcimento sterrate

Fough t=rrain

Salaccidentd

Ungepflasterter FuBiboden cder 3hnliches
Parvimenta apisonado

Temperatura dlimpiegs
Warking temperaturs
Températurs d'utilization
Temperatur Verwendung
Temperatur de zmples

Coefficiente di abrasions in mm3
Abrasion factorin mm3
Cofficient d'abrazion en mmad
Reibfestighkelt in mm3
Coeficiente de abrasion en mm3

Faimento in asfalts = similari
Asphalt flaaring or similar

Sl en asphalte cu similsire
Azphalthullbaden od=r shnliches
Faimento en asfalta y sim dares

Paimenta in grigliats = simiari
Mesh flaoring ar similar

Sel en grilage ou similaire
Rostiufiboden oder ahnliches
Faimenta enrejano y similares
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Utilizzo com aggresshi chimici
Usewith chemicalz

Ernploi aves agents chimiques
Nzrwendbar mit chemiszhen Madien
Emplee con agresive quimices

Nelocits mazsima di utilizo
Maximum warking speed

Wikzsse maximale d'utilization
Max. Vierwedungsgesshwindigheit
Welacidad maxi ma de zmples

Accessori/Accessories
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